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Technical specifications

Type III

Base cloth PES

Coating PVC

Varnish Both sides acrylic laquer

Weight EN ISO 2286-2 1,300 g/m² 

Thickness 1.1 mm

Puncture resistance EN ISO 12236 (2006) 10 kN (Tolerance -1kN)

Width 267 cm

Standard format length 30 lm - 220 lm

Physical properties

Tensile strength (warp/weft) EN ISO 1421 550/550 daN/5 cm

Tear strength (warp/weft) DIN 53.363 80/70 daN

Adhesion 12/12 daN/5 cm

Static temperature resistance  
ISO 4675 -30°C / +70°C

Puncture resistance
(Tolerance -10%) >10 KN

Management systems

Quality: ISO 9001  •  Environment: ISO 14001 •  Energy: ISO 50001

Certifications, labels, warranties

* The 10-year warranty only applies to products in contact with air or aqueous medium with a pH limit of 4<pH<11. For any other material, the war-
ranty is subject to validation and a declaration of the envisaged application.
1 Summarizes the group’s CSR project focused on human, to align economic performance and positive impact.

Quoted technical characteristics are average values subject to +/-5% tolerance.
The buyer of our products is fully responsible for their application and their transformation with regard to any possible third party. The buyer of our 
products is responsible for their implementation and installation according to the standards, wormanship and safety regulations in force in destination 
countries. For information on our contractual warranty, please refer to the relevant terms and conditions. The values quoted above represent results 
of tests performed in compliance with common design practices and are provided for information only to enable customers to make the best use of 
our products. Our products are subject to changes based on technical advances and we reserve the right to modify their characteristics at any time. 
The buyer of our products is responsible for checking the validity of the above data.
The colours and textures represented are provided as reference only. For other colours: please contact us.

 Dimensional stability
 Type III
 High UV resistance

 Flexible pillow tanks 
 Hillside mountain reservoirs
 Artificial mountain lakes
 Artificial lagoons
 Fertiliser storage and waste liner with PH between 4 and 12

¹

Précontraint® Technology 10-year warranty*

Containment & Lifting

Main advantagesMain applications


