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Longevity and performance for Tensile 
Architecture Structures

Mechanical properties

Item code B18089

Tensile strength (warp/weft) EN ISO 1421 700/600 daN/5 cm • 787/674 lbs/in

Tear strength (warp/weft) DIN 53.363 50/50 daN • 112/112 lbs

Adhesion EN ISO 2411 8 daN/5 cm • 9 lbs/in

Fire resistance

Rating - International fire certificate available, such as* B1/DIN 4102 — B-s1,d0/EN 13501 — ASTM E136 — ASTM E84 — NFPA 701 — Cal T19

Dimensions

Weight EN ISO 2286-2 - ASTM D751 1150 g/m² • 33.9 oz/sq. yd

Thickness EN ISO 5084 ~0.68 mm (+/-0.02 mm) • 680 microns

Width 470 cm • 185 in

Rolls length 100 lm - 250 lm • 109.36 yd - 273.40 yd

Complementary information

Support cloth DIN 60001 Fiberglass fabric EC 3/4 filaments

Coating Multi-layer PTFE coating & FEP sealing both sides

Fabrication Hot bar welding & FEP welding tape

Comments Requires UV light to achieve final homogenous color, recommanded for exterior use 

Solar optical values

Light transmission pre-bleached ~13%

Visible light Transmittance (Tv) EN 410 13%

Visible light Reflexion (Rv) EN 410 80%

Solar Transmittance (Ts) EN 410 13%

Solar Reflexion (Rs) EN 410 76%

Light transmission measured on thermally bleached sample

Management systems

Quality: ISO 9001  •  Environment: ISO 14001  •  Energy: ISO 50001

Certifications, labels, warranty

* Contact us for latest certificate updates & validities 
1 Summarizes the group’s CSR project focused on human, to align economic performance and positive impact.

Mechanical properties are average values with a +/-5% tolerance, variance of +/-10% for weight given.

The purchaser of our products is responsible for their application or transformation in relation to possible third party rights. The purchaser of our 
products is responsible for their installation in compliance with the standards, working practices and safety regulations of their destination country. 
Please refer to our warranty document with regard to contractual liability.

Values quoted in this document are commonly used test results for design purposes. They are given for information only in order to offer our customers 
optimum usage of our products. Our products are subject to improvements resulting from technical developments and we reserve the right to modify 
their characteristics at any time. The purchaser of our products is responsible for checking the above data.

The colors and textures presented are included for information only.

Tensile building
20-year warranty

1

Main applicationsMain advantages

 Verseidag multi-layer single pass IR coating technology
 ProShieldMax protection layer for ultimate durability
 PFOA free chemicals 

 Premium and exclusive tensile architecture
 Roofs and envelopes for landmark buildings
 Permanent lightweight tensile structures


